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Introduction

Design

Forensic Foundations International Proficiency Tests are designed to address the following
points:

* Relevance to forensic science laboratories

+ Limitation of any potential context information

+ The end-to-end forensic process

+ Knowledge of the ‘ground truth’ of samples

* Importance of consistency between tests

» Cost affordability for the laboratories

In addition to this exercise being a test of laboratory procedures using controlled items, we
also anticipate that it will enable participants to evaluate the quality of their analytical results
against those from other laboratories and observe how other laboratories express their
opinions or advice for their clients. To enable this, we requested that participants submit the
following:

¢ An outline of the methodology used; and

e Their opinion in the format that they would provide to the court.

Forensic Foundations International
Proficiency Tests are designed totest ~ Fgrensic Science Standards
the end-to-end forensic examination r_ _

process. The AS 5388 and the ISO
21043 series of Standards describe the
forensic examination process from
collection to reporting. This figure'
illustrates the inter-relatedness of all
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as the basis of the development of

Forensic Foundations International Proficiency Tests.
Thus, all proficiency tests commence with item collection and/or receipt and includes all the
subsequent examination / analysis steps, culminating in the reporting of results, the process
therefore reflects actual forensic casework.

Individual laboratory results remain confidential.

The Final Report of this 2022-CC2 Glass Analysis round of Proficiency Tests is publicly
available via the Forensic Foundations International web site. Participating laboratories may
use the report as outlined in their respective laboratory policies. Any request to review and/or
appeal the evaluation of a laboratory’s performance should be made via the agency
responsible for the distribution of the test or directly to Forensic Foundations International.

1James Robertson, Karl Kent & Linzi Wilson-Wilde (2013) The Development of a Core Forensic Standards Framework for Australia, Forensic
Science Policy & Management: An International Journal, 4:3-4, 59-67
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2022-CC2 Glass Analysis

The aim of this test was to review the end-to-end forensic examination, analysis, and reporting
process. Thus, in addition to interpreting and reporting the results, testing of generic issues
such as sample receipt, triage, and continuity of items for examination formed part of the
overall process.

In order to minimise contextual bias in the interpretation, the information relating to the
‘offence’ was minimal.

This test provided a mechanism for participating laboratories to review their results and those
of other laboratories to facilitate?43:

¢ An evaluation and appraisal of their performance including:
o comparison of a facility’s performance with other facilities
o monitoring of a facility’s long-term performance
e Continuous improvement including:
o staff education, training, and competence monitoring
o evaluation of methods, including the establishment of method precision and
accuracy
o contribution to a facility’s overall risk management process
e Corrective action (where required)
e Confidence building with interested parties (e.g., customers, accreditation bodies,
regulators, specifiers).

This proficiency test was distributed to two participants and one laboratory submitted
responses for this round of testing.

The participants were provided with a total of four (4) pots of glass. Two (2) pots containing
unknown debris collected from clothing and two (2) control samples.

The glass test items were placed into small plastic pots then sealed into labelled tamper
evident bags.

Disclaimer:

The data contained in this report and any observations made are based on the material
provided by the participants; however, it is understood that the laboratories may hold
additional material which supported the findings reached.

21S017025 (2017) General requirements for the competency of testing and calibration laboratories.
3 NATA (2021) General Accreditation Criteria Proficiency Testing Policy
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Laboratory Response

Continuity, receipt, and description of items

As the receipt and chain of custody for items, subject to forensic examination and analysis, is
significant to the final outcome, information pertaining to receipt, continuity and a description of

the items formed part of this test.

Laboratories were requested to provide information with respect to the continuity, receipt, and
description of each of the items received using a supplied proforma table. This would normally
facilitate both consistent responses and the collation and comparison of responses.

Laboratories were also requested to respond to each statement in the ‘Comments’ column.

The submitting laboratory 52414 provided the following information regarding the packaging,
labelling and samples as received for examination and testing. It is noted that in no images of
the items were included or mentioned in the submitted response.

Items 1-4

52414

How has your laboratory
demonstrated that submission
of the items to the laboratory
has been undertaken in
accordance with laboratory
procedures

Items submitted to laboratory using relevant submission
forms, a copy of which are kept in the casefile. Case number
assigned and exhibits itemised within the case management
system. Items assigned barcode for movement tracking.

How has your laboratory
ensured that the items
submitted correspond to
those described in the
accompanying paperwork

Packaging details recorded prior to opening items.
Subsequently checked against accompanying paperwork.

How were the items recorded
and/or described in the case
notes

Item details recorded on specific laboratory forms including
packaging details, time/date/location opened and member of
staff responsible.

Items 1 and 2: Debris examination form includes number of
fragments recovered from debris. Size and presence of
surface recorded where required.

Items 3 and 4: Control glass form includes description of
features such as glass type, float/non-float, size and
thickness.

Description of any deviations
from the expected

None.

20222-CC2 Glass Analysis
WEF-03-A-5 Issue 2 Date 9/11/22

This document is UNCONTROLLED if printed

Page 5 of 18
Issued by DGP




Forensic Foundations International comments

No deviations from the expected where noted and none were reported. The laboratory has
clearly outlined the steps they undertake to ensure the integrity and security of the items
submitted for examination and testing.

Examination / Analysis

Laboratories were requested to provide information with respect to the Examination and
Analysis using a supplied proforma table.

A range of optical, physical and chemical tests were included in the proforma table to minimize
the possibility of the contents being used for guidance (i.e. these were the type of tests
expected to be performed) and contextual bias.

The submitting laboratory 52414 examined / tested the samples using the following tests:

Optical

Dark field/brightfield Y Positive glass. Used for searching of evidentiary

microscopy debris for glass.

Polarized light Y Positive glass. Fragments recovered from debris

microscopy polarised.

Fluorescence Y Control glass Control glass.

microscopy float. Recovered surfaces analysed
where present.

Physical

Refractive index Y See below.

measurement (specify (nD)

method)

Thickness Y See below. Control glass only.

Flat surface/curved Y See below.

surface

Annealing Y See below.

No chemical testing was undertaken

Forensic Foundations International comments:

The testing methods and techniques were appropriate for this examination/analysis
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Results

Participants were requested to submit a collation of their results in free text form.

The submitting laboratory 52414 provided the following results:

Items 3 and 4 each comprised a sample of toughened glass approximately 3.9mm and
3.8mm in thickness respectively. The refractive index and thermal history of each of
these samples were determined. The results of this analysis indicated these samples
were indistinguishable in terms of these tests and were considered to be a single
source.

These items were labelled as being recovered from a vehicle VRM JGS 345.

Item 1 — Debris collected from Robson’s clothing labelled ‘S1’

Seventeen fragments of glass were recovered from the debris in item 1, including six
large fragments ranging approximately 1mm to 3mm in length. Twelve fragments from
the debris in item 1 were analysed, including the six large fragments.

The results of this analysis indicated eight of the analysed fragments, including three
large fragments, formed a group which was considered as matching the control source
in terms of refractive index. Further analysis of these eight analysed fragments
indicated they also matched the control source in terms of thermal history. The
remaining analysed fragments formed a group which was considered as non-matching
in terms of refractive index.

The three large fragments which matched the control source in terms of refractive index
and thermal history bore an original surface. Examination of these original surfaces
indicated one of the large fragments also matched the control source in terms of surface
features.

The surface features of the remaining two fragments were different to the control
source. These non-matching fragments originated from different sources.

Item 2 — Debris collected from Page’s clothing labelled ‘S2’
Three large fragments of glass were recovered from the debris in item 2, ranging
approximately 1mm to 2mm in length. These three fragments were analysed.

The results of this analysis indicated none of the analysed fragments matched the
control source in terms of refractive index. These fragments originated from at least one
non-matching group.

Interpretation and Conclusions

The submitting laboratory 52414 provided the following interpretations and conclusions in
wording used in a court report:

Item 1 — Debris collected from Robson’s clothing labelled ‘S1’
A number of glass fragments were recovered from the debris in item 1, including a
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number of large fragments. Analysis of a sample of these fragments indicated the
majority of the analysed fragments matched the control source in terms of refractive
index and thermal history. The remaining analysed fragments originated from at least
one non-matching source.

While a number of the large fragments matched the control source in terms of refractive
index and thermal history, analysis of the surface features of these fragments indicated
they originated from a matching source and two non-matching sources. It is not possible
to determine if the fragments without original surfaces could have originated from the
control source or one of the non-matching sources.

| have considered the proposition that Robson’s clothing, as represented by item 1, has
been exposed to breaking or broken glass as represented by items 3 and 4: the results
of this examination are inconclusive.

Item 2 — Debris collected from Page’s clothing labelled ‘S2’

A small number of large glass fragments were recovered from the debris in item 2.
Analysis of these fragments indicated none of these fragments matched the control
source in terms of the tests employed. These fragments originated from at least one
non-matching group.

| have considered the proposition that Page’s clothing, as represented by item 2, has
been exposed to breaking or broken glass as represented by items 3 and 4: the results
of this examination provide no support for this proposition.

Forensic Foundations International’ comments

Facility 52414 also concluded that “whilst a number of fragments matched the control source,
the proposition that the fragments represented as item 1 was also representative of items 3
or 4 was “inconclusive”. This is not the conclusion that was expected as the samples were
sourced from the same original items.

Facility 52414 concluded that there were differences in surface texture for Item 1 and this
appears to be the reason they concluded the result was ‘inconclusive’. It is not clear where a
difference in surface texture originated. The glass originally had a film present, which was
removed, so possibly there was still some adhesive residue present. However, residue was
not evident under stereo microscope when representative samples were examined prior to
shipping. Alternatively, it may have been possible the difference detected resulted from minor
chipping that was caused by the tool that was used to fracture the glass.

Facility 52414 correctly concluded that the debris in item 2 did not match the fragments from
the control source. (items 3 & 4).
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Laboratory comments regarding test design

The following comment was also provided:
Items 1 and 2 were not reflective of the debris generally recovered in casework. Glass
seeded in debris would have tested the laboratory debris searching procedure.
The packaging of multiple large glass fragments together could have resulted in
breakage of these fragments in transit.

Forensic Foundations International comments

Previous tests have included other debris in the test items and this feedback is very useful.
Shipping of larger control items is currently under consideration.

20222-CC2 Glass Analysis This document is UNCONTROLLED if printed Page 9 of 18
WEF-03-A-5 Issue 2 Date 9/11/22 Issued by DGP



APPENDIX A

EXAMINATION REQUEST | EASTERN AUSTRALIAN
AND ITEM SUBMISSION POLICE SERVICE

OFFENCE: Break and entry

DATE OF OFFENCE 01/05/2022

BRIEF STATEMENT OF FACTS

/A break and enter has occurred in a private vehicle (Registration: JGS345) on Park Street.
IAccess was gained by smashing both side windows. Electrical goods and money were stolen.
Occupants parked the car on the street at night, and the owner heard their car alarm.

Police have apprehended two suspects who were nearby on foot, Warren Robson and Larry
Page.

Their clothing was collected. The upper garments were examined and shaken. Debris from
the upper garments collected and transferred to plastic pots

ITEM SUBMITTED FOR EXAMINATION

Item 1 — Debris collected from Robson’s clothing labelled ‘S1’
Item 2 — Debris collected from Page’s clothing labelled ‘S2’

Item 3 — Control glass sample from driver’'s side window ‘C1’

Item 4 — Control glass sample from passenger’s side window ‘C2’

EXAMINATION
REQUESTED

Police request an examination to establish whether there is any association between the glass
samples collected from Robson’s clothing and /or Page’s clothing and the control samples
from the vehicle.
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Introduction

The test was designed to replicate the glass analysis required during the investigation of a break
and enter which occurred in a private vehicle.

Scenario provided to the participants

A break and enter has occurred in a private vehicle (Registration: JGS345) on Park Street. Access
was gained by smashing both side windows. Electrical goods and money were stolen. Occupants
parked the car on the street at night, and the owner heard their car alarm.

Police have apprehended two suspects who were nearby on foot, Warren Robson and Larry Page.

Their clothing was collected. The upper garments were examined and shaken. Debris from the
upper garments was collected and transferred to plastic pots.

Reference samples were collected from the broken windows.

Aim

The aim of the program is to assess the laboratories’ end-to-end forensic processes including
receipt, chain of custody, examination and analysis of glass fragments and assess the
significance of their findings in comparison to known control samples of glass.

Program design and assessment

The test was designed, coordinated and assessed by Forensic Foundations.
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Sample Production

The tests were produced at Forensic Foundations’ facilities and at Flinders University

Clear glass was obtained from 3 windows, from two vehicles.

Vehicle 1 was a Holden Commodore Acclaim Vehicle 2 was a Ford Optimus van. The
The driver’'s side window and the driver’s side window was collected.
passenger’s side window were collected.
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A section of each window
was covered with
adhesive tape on the
opposite side to the film
side.

The glass was then
broken using a chisel and
hammer.

£

The broken glass adhering
to the adhesive tape was
sampled for this test.

CONSTRUCTION OF PRE-TEST SPECIMENS, PRE-TEST ANALYSIS AND HOMOGENEITY
EVALUATION

The two windows from the car were designated CAR 1 and CAR 2, respectively, while the window
from the van was designated VAN.

For each of the windows a small section (about 3 x 3 cm) of the window tint film was peeled off.
Approximately 8 small pieces of glass from each window were prised from the backing adhesive
tape within the areas that were freed of tint film.

As the sample regions for each window provided homogeneity pre-test specimens and both the
known and unknown items for this test, the sample regions were kept as small as possible in order
to minimize the variation in refractive index and chemical composition between the pre-test known
and unknown specimens.

For pre-test elemental homogeneity analysis, 3 pieces from each of the 3 window sampling
regions were mounted in resin pucks prior to analysis using laser ablation/inductively-coupled
plasma mass spectrometry (LA/ICP-MS) The pieces were mounted in such a way that when the
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surface of the pucks was polished (using abrasive paper and then 0.5 ym diamond paste), all float
surfaces and the interior of the glass for each window could be analysed.

The float surfaces and interiors of pieces of CAR 1, CAR 2 and VAN glass were subjected to
elemental analysis using LA/ICP-MS. Figure 1 shows the size of the pieces and the exposed
regions on the surfaces of each piece of glass across which elemental data were collected (10
spots). Raw data were processed to elemental concentrations using NIST 612 as calibrant and the
assumption that the glass samples contained 34 wt% Si. FGS1 and FGS2 reference glass
standards were used as quality control checks.

Figure 1. LEFT patrticles of CAR 1, CENTRE particles of CAR 2, RIGHT particles of VAN glass. Arrows indicate where
glass was exposed by abrasion. Some particles appear to be black due to the marker pen markings on the back of the
particles or due to black marker pen writing on the base of the pucks. All pieces of glass were practically colourless.

For refractive index homogeneity measurements, 3 pieces of glass from each window were
collected. One float surface for each piece of glass was marked and samples were collected from
each float surface and from the interior of each piece using a 3 mm spear-point ceramic/glass drill
bit.

Refractive index measurements were carried out for each float surface and the interior for each of
the 3 window samples using a GRIM lll. Annealing of samples was not carried out. Fragments of
Locke glass B4 was used as a quality control sample; this sample returned RI values within
0.00009 of its accepted value corrected to the match temperatures.

PRE-TEST ITEM HOMOGENEITY EVALUATION ANALYTICAL RESULTS

Refractive index

A double-sided Student T-Test was used to evaluate the Rl data acquired for each of the 3
window samples.

By its RI, VAN glass could be distinguished from CAR 1 glass and CAR 2 glass.

Using RI measurement CAR 1 glass could not be distinguished from CAR 2 glass.

No significant difference in Rl was observed between the middle of glass samples and the float
surfaces of samples.

The mean RI values recorded for test items were as follows:

CAR 1: 1.51899

CAR 2: 1.51903

VAN: 1.51861.

Elemental analysis

VAN glass could easily be differentiated from CAR 1 and CAR 2 glass, and some small
differences between CAR 1 glass and CAR 2 glass were noted. There was no practical variation in
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elemental concentrations through CAR 2 glass from one surface to another, but some minor
concentration variances for a few elements were observed from one surface to another in CAR 1
and VAN glass.

NOTE: Elemental composition data are not included as part of the Manufacture’s Information but
is available on request.

The major source of error during production included failure to provide sufficient samples of
examinable glass and mix up of glass samples during set up.

The glass fragments are stable and no use by date was provided.
The major source of error by the participant would be failure to correctly analyse the

glass samples via incorrect testing methods or sample mix-up.

CONSTRUCTION OF TEST ITEMS

Test ‘Unknown’ Item S1

A piece of glass from CAR 1 and a piece from CAR 2 were individually fragmented using a spear
point drill bit; 2 flakes of glass derived from CAR 1 window and 3 flakes derived from CAR 2
window were placed into small plastic pots to produce the unknown test item S1.

Test ‘Unknown’ Item S2
A piece of VAN glass was fragmented using a spear point drill bit; 3 flakes of glass derived from
the VAN window were placed into small plastic pots to produce unknown test item S2.

Test ‘Known’ items
Full thickness pieces of glass from CAR 1 and CAR 2 windows were placed into small plastic pots
to produce the ‘known’ test items.

All test items were sealed into labelled tamper evident bags.

END OF DOCUMENT
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2022-CC2 Glass Analysis Feedback

Forensic Foundations International prides itself in providing flexible fit-for-purpose forensic
programs. The manufacture, distribution and assessment and reporting of this test has provi
and will provide the basis for continuous improvement for both Forensic Foundations and the
forensic laboratories. To this end we would appreciate your comments to assist us to improv:
tests.

Please tick the appropriate box and make any relevant comments.
You can also complete this form at www.forensicfoundations.com.au/feedback
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Please comment briefly on the following:

1. Are there additional aspects which could be included in the
test?
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ISO 9001 & ISO/IEC 17043

Forensic Foundations International’ Proficiency Tests are required to be fit-for purpose.
To assist us to provide the relevant tests, please use the following form to suggest further

tests for development. You can also complete this form at

https://www.forensicfoundations.com.au/proficiency-testing/proficiency-test-development/

Recommendation for Proficiency Test development

Contact

Name

Email

Phone

Discipline/ subdiscipline

Specific issues(s) to be addressed*.
Note: The tests can be designed to be
multidisciplinary.

Suggested technical advisor (if known)

Suggested manufacturer (if known)

*  All Proficiency Tests will include the end to end process (receipt & continuity, triage,
description, examination, analysis, data generation, interpretation, reporting) but one

aspect may be of particular interest/focus.

This form can be emailed to quality@forensicfoundations.com.au or you can discuss

your suggestions on either 03 9018 8919 or 0429 966 012.
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